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ZONE 2 Hazardous Location
rated plug & receptacle 

Main Advantages
u �Featuring silver nickel butt-style contacts for

maximum performance and durability

u �Available in in-line and wall/panel
mounted configurations

u Ideal for motor connections up to 75 hp



Locking Pawl

Class I Division 2 and Class I Zone 2 hazardous location ratings are based on 
using the pawl to lock devices in the mated position so that all sources of 
power to the device can be turned off before the device can be disconnected.
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Hazardous Location 
Multipin plug & receptacle 

Hazardous Location Listings

General Ratings

Operating
Instructions

Amperage 60 to 150A

Voltage 600 VAC

Frequency 60 Hz

Horsepower 2 to 75 hp

Environmental Type 4X

Temperature  min -40°F/max 140°F

Category CSA

Plugs and Receptacles C22.2 No. 182.1

Electrical Equipment for Class I, Div 2 Locations C22.2 No. 213-M1987

CSA

Class I Division 2 Gr A,B,C,D, T6

Class I Zone 2, IIC

PRODUCT FEATURES
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Plug & Receptacles Listings (CSA)

Silver-Nickel Contacts

Silver-nickel contact material 
provides superior conductivity, 
durability and corrosion resistance.

Lid

When closed, the lid maintains 
IP66/IP67 protection for the  
receptacle after removal of the plug.

Spring-Loaded 
Butt-Style Contacts

Ensures optimal contact force and 
superior electrical performance.

DSN150 shown

DS60 shown

1

3

2

4

Optional: Insert a 5/16” lock 
or locking pin to prevent 
disconnection or to lock the 
receptacle lid closed.

Safety requirement: Tighten 
screw to lock the plug in the 
mated position.

Before connection, ensure 
that the circuit is deenergized.  
Align the red dots, push the 
plug partially in, then turn 
clockwise slightly to line up 
the latch with the catch.

Push the plug fully home 
until it is held in place by 
the latch. The circuit is 
now closed.

Highlighted Feature

1002001

Meltric DSN150
150A, 480VAC
75hp, TYPE 4X

66-94043
RECEPTACLE/CONNECTOR
Class I, Division 2, Groups ABCD, T6
Class I, Zone 2, IIC

Highlighted Feature

Typical Device Labels

1002001

Meltric DS60
60A, 480VAC
20hp, TYPE 4X

36-64043
RECEPTACLE/CONNECTOR
Class I, Division 2, Groups ABCD, T6
Class I, Zone 2, IIC

DS60 and DSN150 plugs and receptacles 
are CSA horsepower rated for motor 
connections in hazardous locations.  Not 
to be disconnected while energized.

Locking Pawl
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DS60 Hazardous Location Plugs & Receptacles – 60A

DS60

INSTALLATION ACCESSORIES – SIZE 4
METAL BOX w/NPT

0° 1” 7K4F0N10

0° 1 1/4” 7K4F0N12

0° 1 1/2” 7K4F0N15

0° 2” 7K4F0N20

NPT on top or bottom (if rotated).  For other NPT configurations, contact customer service.

METAL ANGLE

0° 5K4M0

30° 5K4M3

30° 7K4M3L

70° 5K4M7

FINGER DRAWPLATES 

31-6A346
Set of Two (2)
Recommended for cord to cord assembly applications,for 
easier connector closure.

PROTECTIVE CAP

31-6A426
For watertight seal, the male inlet must also be ordered with 
the ‘No Lockout Hole’ option (-A155).
For Male Devices Only.

PADLOCKABLE PLUG CAP

DS6MC Aluminum – For Male Devices Only.

RECEPTACLE LOCKING PIN

LP-843

HANDLE w/NPT Part # Poly

1/2” 5K4P0N05

For available third 
party cord grips,  
consult factory.

3/4” 5K4P0N07

1” 5K4P0N10

1 1/4” 5K4P0N12

1 1/2” 5K4P0N15
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Accessories rated for hazardous locations are not returnable.
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DSN150

INSTALLATION ACCESSORIES – SIZE 5
METAL BOX w/NPT

0° 1 1/4” 7K5F0N12

0° 1 1/2” 7K5F0N15

0° 2” 7K5F0N20

0° 2 1/2” 7K5F0N25

METAL BOX WITH METAL ANGLE w/NPT

30° 1 1/4” 7K5C3N12

*� Interior volume with 
receptacle installed.

30° 1 1/2” 7K5C3N15

30° 2” 7K5C3N20

30° 2 1/2” 7K5C3N25

NPT on top or bottom (if rotated).  For other NPT configurations, contact customer service.

METAL ANGLE

0° 5K5M0

30° 5K5M3

70° 5K5M7

PADLOCKABLE PLUG CAP

DS9MC Aluminum – For Male Devices Only.

CORD GRIP

see pg 179

RECEPTACLE LOCKING PIN

LP-843

METAL HANDLE w/NPT Part #

3/4” 5K5P0N07

For available third 
party cord grips,  
consult factory.

1” 5K5P0N10

1 1/4” 5K5P0N12

1 1/2” 5K5P0N15

2” 5K5P0N20

OVERSIZED METAL HANDLE w/NPT

3/4” 7K5P0N07

1” 7K5P0N10

1 1/4” 7K5P0N12

1 1/2” 7K5P0N15

2” 7K5P0N20

2 1/2” 7K5P0N25
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Accessories rated for hazardous locations are not returnable.
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